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TRIPOD  

Ref. No. PN 800(7ft.) 

CERTIFIED TO EN 795:2012 TYPE B, ATEX 2014/34/EU, AS/NZS 5532:2013 AND TS 16415:2013 

DESIGN 

Adjustable height from 1.19 m to 2.18 m from ground level 

At minimum height, distance between legs (foot point): Ø1.0m 

At maximum height, distance between legs (foot point) : Ø1.5m 

Adjustment achieved by sliding telescopic legs (Inner and Outer) 

Locking pins attached by cables 

Securely connected two eyebolts to be used for connection to personal protective equipment 

A pulley system provided for steel cable guiding in case a winch is used in the system. 

 

TRIPOD LEGS 

Material  : Prime quality aluminum alloy 

Finish : Anodized 

 

CAST HEAD 

Material  : Prime quality aluminum alloy 

Finish : Powder Coated 

 

EYE BOLT AND LOCKING PINS 

Material  : Prime quality aluminum alloy Eye Bolt and Stainless Steel locking pin 

Finish : Deburred and Polished 

 

SHOE 

Material  : Alloy Steel 

Finish : ED Coated Black 

 

VITAL TEST COMPLIANCE 

Static Strength : 13 kN for 3 Minutes 

Dynamic Strength and Integrity Test : 
When tested dynamically with a rigid mass of 200 Kg, the test mass shall arrested 
and anchor hold an increased mass of 600 Kg for 3 minutes. 

   

LOAD CAPACITY 

500 kg 

 

WEIGHT 

12.150 kg + 0.10 kg 

 

0598 

Aluminum Cast Head Pulley 

Telescopic Legs 

Webbing 

Shoes 

Karabiner PN-112 

Winch holding plate  

 

 
Eye Bolt for 

Anchorage 

Locking pin  


